ROXX"

5600K, normal CRI, Wide, LM79

Report Summary

Measurements
Fixture Output: 12829 Im / 9099 cd Beam Angle (50%): 75,5° AC Supply: 225V / 50 Hz
Fixture Efficiancy. 34 Im/W Field Angle (10%): 105,8° Power: 378,2 W
Intensity @ 5m: 364 Ix Cutoff Angle (2,5%): 139,5° Current: 1,75 A
Color Temperature: 5825 K Power Factor: 0,96
CRI: 74,6

CRI R9 Value: -19,2

CQS: 85,3

TLCI: 62

TM-30 Rf: 81,3

TM-30 Rg: 115,6
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Photometrics ROXX NEO, normal CRI Mode Roxx
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5600K, normal CRI, Wide, LM79
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ROXX NEO, normal CRI Mode
5600K, normal CRI, Wide, LM79

Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft o gft 16 4ft 23.0ft 328ft
91 Ix
186 Ix
364 Ix
1010 Ix
Lux* 9093 Ix
[ﬂ} _____________,T Bearn center
Fotocandles* 845 fed
94 fed
34 fed
TMmeasures at
cemter of beam 17 fed
Beam width (m/feet) 3 fed
1
Beam Angle: 75,5° 1,5/5,1 4,6/15,2 7,7/254 10,8/35,6 15,5/50,8
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m/ 16.4ft 7m [ 23ft 10m / 32.8ft
y Diameter Lux Diameter Lux Diameter Lux Diameter Lux Diameter
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Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam 9093/ 1010/ 364/ 186/ 91/
Angle: 1,5/5,1 4,6/15,2 7,7/25,4 10,8/35,6 15,5/50,8
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ISO Diagrams

ISO Candela Diagram
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ROXX NEO, normal CRI Mode
5600K, normal CRI, Wide, LM79

Bl 20 % 8189,3 cd
[ 80 % 7279,4 cd
70 % 6369,5 cd
60 % 54595 cd
[ 50 % 45496 cd
B 40 % 3639,7 cd
[ 30% 2729,8 cd
B 20 % 1819,8 cd
B 10 % 909,9 cd

Peak intensity: 9099,2 cd
Number of c-planes: 12

B 50,0% 505,3Ix
30,0% 303,2Ix
P 10,0%  101,11x
B 50% 50,5Ix
B 30% 303Ix

ROXX"

Peak illuminance: 1010,6 Ix
Mounting height: 3,0 m
Number of c-planes: 12
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ROXX NEO, normal CRI Mode Roxx

5600K, normal CRI, Wide, LM79
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Chromaticity
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5600K, normal CRI, Wide, LM79
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TM30 Details

Rf 81,3 Rg 115,6
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ROXX NEO, normal CRI Mode
5600K, normal CRI, Wide, LM79
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Color Distortion Graphics

Color Vector Graphics
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