ROXX"

RED, normalCRI, native, Peak

Report Summary

Measurements
Fixture Output: 4467 Im / 118957 cd Beam Angle (50%): 9,7° AC Supply: 227 V / 50 Hz
Fixture Efficiancy. 24 Im/W Field Angle (10%): 16,5° Power: 184,8 W
Intensity @ 5m: 4722 Ix Cutoff Angle (2,5%): 25,2° Current: 0,923 A
Color Temperature: 0 K Power Factor: 0,88
CRI: 0,0

CRI R9 Value: 0,0

CQS: 0,0

TLCI: n/a

TM-30 Rf: 0,0

TM-30 Rg: 0,0
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RED, normalCRI, native, Peak

Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft 9 Bft 16.4ft 23 0ft 32.8ft
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Lux* 118046 Ix
[ﬂ} _____________,T Bearn center
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439 fcd
TMmeasures at
camter of bearm 224 fed
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ISO Diagrams

ISO Candela Diagram
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ROXX"

B 20 % 106973,5 cd
[ 80 % 95087,6 cd
70 % 83201,6 cd
60 % 71315,7 cd
[ 50 % 59429,7 cd
N 40 % 47543,8 cd
30 % 35657,8 cd
B 20 % 237719 cd
Bl 10 % 11886,0 cd

Peak intensity: 118859,5 cd
Number of c-planes: 4

B 50,0% 6600,3 Ix
30,0% 3960,2 Ix
[ 10,0%  1320,1 Ix
B 50%  660,0Ix
B 30%  396,0Ix

Peak illuminance: 13200,6 Ix
Mounting height: 3,0 m
Number of c-planes: 4
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Chromaticity
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TM30 Details
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Color Vector Graphics Color Distortion Graphics

Color Evaluation Sample
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