ROXX"

LIME, normalCRI, native, Peak

Report Summary

Measurements
Fixture Output: 11665 Im / 313258 cd Beam Angle (50%): 9,4° AC Supply: 227 V / 50 Hz
Fixture Efficiancy. 65 Im/W Field Angle (10%): 16,4° Power: 179,8 W
Intensity @ 5m: 12505 Ix Cutoff Angle (2,5%): 25,4° Current: 0,903 A
Color Temperature: 0 K Power Factor: 0,88
CRI: 0,0

CRI R9 Value: 0,0

CQS: 0,0

TLCI: n/a

TM-30 Rf: 0,0

TM-30 Rg: 0,0
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Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft 9 Bft 16.4ft 23 0ft 32.8ft
3126 Ix
6380 Ix

34736 Ix

Lux* 312623 Ix

_____________,T Bearn center

Fotocandles* 29044 fed
3227 fed
1162 fcd
TMmeasures at
camter of bearm 593 fcd
Beam width (m/feet) T 290 fed
1
Beam Angle: 9,4° 0,2/0,5 0,5/1,6 0,8/2,7 1,2/328 1,6/54
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m/ 16.4ft 7m [ 23ft 10m / 32.8ft
y Diameter Lux Diameter Lux Diameter Lux Diameter Lux Diameter
Center it Center m/feet Center iy Center iy Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam | 312623/ 34736/ 12505/ 6380/ 3126/
A;lg4|°e: 29044 0,2/0,5 3227 0,5/1,6 1162 0,8/2,7 503 1,2/3,8 290 1,6/5,4
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Vertical Distribution

Horizontal Distribution
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ISO Diagrams

Neo mini

LIME, normalCRI, native, Peak

ISO Candela Diagram

ROXX"

C45 co C315
o o | mmo0% 2818407 cd
P [ 80 % 250525,0 cd
/ 70 % 219209,4 cd
y - 60° 60 % 187893,8 cd
4 [ 50 % 156578,1 cd
N 40 % 125262,5 cd
557 30 % 93946,9 cd
Bl 20 % 62631,3 cd
| | WM 10%  313156cd
(@]
g i i g
X —— Peak intensity: 313156,3 cd
(N ' 7 ) ' X Number of c-planes: 4
C135 C180 C225
ISO Lux Diagram
Bl 50,0% 17389,6 Ix
8 30,0% 10433,8 Ix
[ 10,0% 3477,91x
6 B 50 % 1739,0 Ix
Bl 30%  1043,4 Ix
4
2
0 ©
-2
-4
-6
Peak illuminance: 34779,2 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 4
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Chromaticity
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TM30 Details

Rf 0,0 Rg 0,0

. . shifts (%)
Fidelity Index Rf Gamut Index Rg
Hue Bin Rt Chroma Hue
1 % %
2 % %
3 % %
1
00 a % %
5 % %
90 6 % %
7 % %
8 % %
$ 80 9 % %
< 10 % %
2 11 % %
x 70 12 % %
13 % %
- 14 % %
15 % %
16 % %
50 ‘TM30_BIN_VALUES_END)
Hue bin .
140 -
20% 130F
15% 1201
é’ 10% -
> 110
5% C
£ C
i & C
2 0% 101 il ROEEECES EERETERE EEPECE
: 5% -
- 0
£ 90
-10% C
80
-15% C
-20% =
Hue bin -
6(5 111 ID 0

Rf

ROXX GmbH | Hansestr. 91 | 51149 KoIn | www.roxxlight.com
Tel: +49 (0) 2203 20371-0 | Fax: +49 (0) 2203 20371-20



Fidelity Index, Rf
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Color Vector Graphics Color Distortion Graphics

Color Evaluation Sample
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