ROXX"

5600K, normal CRI, EllipticHorizontal, LM79

Report Summary

Measurements
Fixture Output: 14167 Im / 47451 cd Beam Angle (50%): 53,6°x16° AC Supply: 224 V / 50 Hz
Fixture Efficiancy. 37 Im/W Field Angle (10%): 85,7°x33,1° Power: 377,8 W
Intensity @ 5m: 1883 Ix Cutoff Angle (2,5%): 102,3°x 51,2° Current: 1,76 A
Color Temperature: 5769 K Power Factor: 0,96
CRI: 74,8

CRI R9 Value: -17,7

CQS: 85,4

TLCI: 62

TM-30 Rf: 81,4

TM-30 Rg: 115,4
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ROXX NEO, normal CRI Mode

5600K, normal CRI, EllipticHorizontal, LM79
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ISO Diagrams

ISO Candela Diagram
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Peak illuminance: 5231,4 Ix
Mounting height: 3,0 m
Number of c-planes: 12
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Chromaticity
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TM30 Details

Rf 81,4 Rg 115,4

T Shifts (%)
Fidelity Index Rf Gamut Index Rg
Hue Bin R¢ Chroma Hue
1 % %
2 % %
3 % %
1
o0 4 % %
5 % %
6 % %
7 % %
8 % %
9 % %
10 % %
1 % %
12 % %
13 % %
14 % %
15 % %
16 % %
Hue bin
140 -
20% 130F
15% 120"
3 10% - o
> 110
5% c
& =
k= &
o 0% B e R S R
3 5% -
=270
z 90
-10% c
80
-15% c
-20% =
Hue bin -
GG 11 ID 0

Rf

ROXX GmbH | Hansestr. 91 | 51149 KoIn | www.roxxlight.com
Tel: +49 (0) 2203 20371-0 | Fax: +49 (0) 2203 20371-20



®
Photometrics ROXX NEO, normal CRI Mode Roxx

Report

5600K, normal CRI, EllipticHorizontal, LM79

Color Vector Graphics Color Distortion Graphics
\\L

Color Evaluation Sample
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