ROXX"

5600K, High CRI, LM79

Report Summary

Measurements
Fixture Output: 14347 Im / 333508 cd Beam Angle (50%): 10,6° AC Supply: 225V /50,1 Hz
Fixture Efficiancy. 55 Im/W Field Angle (10%): 18,5° Power: 261,4 W
Intensity @ 5m: 13155 Ix Cutoff Angle (2,5%): 26,8° Current: 1,26 A
Color Temperature: 5629 K Power Factor: 0,92
CRI: 81,2

CRI R9 Value: 81,6

CQS: 83,0

TLCI: 76

TM-30 Rf: 80,4

TM-30 Rg: 104,7
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5600K, High CRI, LM79
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Photometrics
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ROXX NEO, High CRI Mode
5600K, High CRI, LM79

Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft 9 Bft 16.4ft 23 0ft 32.8ft
| 3289 Ix
13155 Ix
36542 Ix

Bearn center

671ﬁ

Lux* 32887;“,//7

Fotocandles* 30554 fed
3395 fed
1222 fed
TMmeasures at
camter of bearm 624 fcd
Beam width (m/feet) 306 fed
1
Beam Angle: 10,6° 0,2/0,6 0,6/1,8 0,9/3,1 1,3/43 19/6,1
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m/ 16.4ft 7m [ 23ft 10m / 32.8ft
y Diameter Lux Diameter Lux Diameter Lux Diameter Lux Diameter
Center it Center m/feet Center iy Center iy Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam | 378878/ 36542/ 13155/ 6712/ 3289/
Alr(I)gI;: 30554 0,2/0,6 3395 0,6/1,8 1222 0,9/3,1 624 1,3/4,3 306 1,9/6,1
£y
L
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ROXX NEO, High CRI Mode
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ISO Diagrams

ISO Candela Diagram

C45 CO _ C315
X o | mm 9% 2959906 cd
1 N 80 % 263102,8 cd
/ / 70 % 230214,9 cd
SNy 60° 60 % 197327,1 cd
[ 50 % 164439,2 cd
B 40 % 131551,4 cd
— [ 30% 98663,6 cd
B 20 % 65775,7 cd
| : B 10% 32887,9 cd
(@]
8 B 5
X + ) Peak intensity: 328878,5 cd
X ' B B ' e X Number of c-planes: 12
C135 C180 C225
ISO Lux Diagram
B 500% 18271,0 Ix
8 30,0% 109626 Ix
[ 10,0%  3654,2 Ix
5 B 50% 182711
B 30%  1096,3 Ix
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Peak illuminance: 36542,1 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 12
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ROXX"

Photometrics ROXX NEO, ngh CRI Mode
B 5600K, High CRI, LM79

Chromaticity
CIE 1931 CIE 1931 - Zoom
08
07
06 1
05 T
04 % 8
Jr++%
03 [ X
02
01
Lo )
0,0
00 0,1 02 03 04 05 06 07
CRI: 81,2 (R1-R8) o olo olo
oordinate oordinate
empe o
90
89 86 87 85 o
| CcT X y
5629K 0,330 0,347
olor Deviatio olo olo
Bla Bod oordinate oordinate
= o 964 964
Auv u Y
B 0,0045 0,203 0,320
R1 R2 R3 R4 R5 R6 R7 R8 R9 R10 R11 R12 R13 R14 R15 . 5
Ol0 a 4 g 5 AEITE 010
ae e
CQS: 83,0
CRI CRI-R9 cas
81,2 81,6 83,0
ele o)
= & olo de olo
O
de
TLCI TM30 - Rf TM30 - Rg
76 80,4 104,7

ROXX GmbH | Hansestr. 91 | 51149 KoIn | www.roxxlight.com
Tel: +49 (0) 2203 20371-0 | Fax: +49 (0) 2203 20371-20




®
ROXX NEO, High CRI Mode Roxx

5600K, High CRI, LM79

Photometrics
Report

TM30 Details

Rf 80,4 Rg 104,7
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ROXX NEO, High CRI Mode

5600K, High CRI, LM79
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Color Distortion Graphics

Color Vector Graphics
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