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Report Summary

Measurements
Fixture Output: 20681 Im / 569804 cd Beam Angle (50%): 9,4° AC Supply: 225V / 50 Hz
Fixture Efficiancy. 31 Im/W Field Angle (10%): 16,1° Power: 677,6 W
Intensity @ 5m: 22739 Ix Cutoff Angle (2,5%): 25° Current: 3,07 A
Color Temperature: 24056 K Power Factor: 0,98
CRI: 64,4

CRI R9 Value: -106,4

CQS: 82,7

TLCI: 73

TM-30 Rf: 71,0

TM-30 Rg: 119,4
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ISO Diagrams

ISO Candela Diagram

c45 _co C315
o A 90° . | mE90% 5123455cd
N . — I 80%  455418,3 cd
TN ' VRN 70%  398491,0 cd
- v R 60 %  341563,7 cd
SN “ I 50%  284636,4 cd
' B ) B 40% 2277091 cd
o 30%  170781,8 cd
Bl 20%  113854,6 cd
B 10 % 56927,3 cd
8 ; : | 1 §
\\\ ™ — < Peak intensity: 569272,8 cd
LN ' 7 ) ' X Number of c-planes: 4
C135 C180 C225

ISO Lux Diagram

Bl 50,0% 31611,8Ix
8 30,0 % 18967,1 Ix
[ 10,0% 63224 Ix
6 B 50 % 3161,2 Ix
B 3.0% 1896,7 Ix
4
2
0 ©
-2
-4
-6
Peak illuminance: 63223,6 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 4
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Chromaticity
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TM30 Details

Rf 71,0 Rg 119,4
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Color Vector Graphics Color Distortion Graphics

Color Evaluation Sample

Fidelity Index, Rf
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