ROXX"

Peak, 5600K, normal CRI, high res.

Report Summary

Measurements
Fixture Output: 22011 Im / 424679 cd Beam Angle (50%): 12° AC Supply: 225V / 50 Hz
Fixture Efficiancy. 41 Im/W Field Angle (10%): 20,6° Power: 541,7 W
Intensity @ 5m: 16590 Ix Cutoff Angle (2,5%): 28,9° Current: 2,46 A
Color Temperature: 5920 K Power Factor: 0,98
CRI: 73,5

CRI R9 Value: -28,3

CQS: 84,7

TLCI: 58

TM-30 Rf: 80,1

TM-30 Rg: 115,3
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Spectral Distribution

CIE 1931

x: 0,323 y: 0,344

Light Quality

Color Temperature

A
5920 K
v

ROXX GmbH | Hansestr. 91 | 51149 KoIn | www.roxxlight.com
Tel: +49 (0) 2203 20371-0 | Fax: +49 (0) 2203 20371-20



Photometrics Neo mini
Report
Peak, 5600K, normal CRI, high res.

Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft 9 Bft 16.4ft 23 0ft 32.8ft
4148 Ix
8464 Ix

46084 Ix

Lux*® 414756 Ix

_____________,T Bearn center

Fotocandles* 38532 fed
4281 fed
1541 fcd
TMmeasures at
camter of bearm 786 fcd
Beam width (m/feet) 385 fed
1
Beam Angle: 12° 0,2/0,7 0,6/21 1,1/3,4 1,5/4,8 2,1/6,9
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m/ 16.4ft 7m [ 23ft 10m / 32.8ft
y Diameter Lux Diameter Lux Diameter Lux Diameter Lux Diameter
Center it Center m/feet Center iy Center iy Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam | 414756/ 46084/ 16590/ 8464/ 4148/
Arllilne: 38532 0,2/0,7 2281 0,6/2,1 1541 1,1/3,4 736 1,5/4,8 385 2,1/6,9
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ISO Diagrams

ISO Candela Diagram

C45/ Co C315
o , o / | mm90%  373280,1cd
o 1 N N 80%  331804,5 cd
/ ~ ANV 70% 2903289 cd
600 OO\ 60% 2488534 cd
\ ‘ P 50%  207377,8 cd
B 40%  165902,3 cd
- 30%  124426,7 cd
B 20%  82951,1cd
Bl 10%  414756¢cd
g i i i i g
X —— - X Peak intensity: 414755,6 cd
(N / ' - X Number of c-planes: 4
C135 C180 C225

ISO Lux Diagram

Bl 50,0% 23042,0 Ix
8 30,0 % 13825,2 Ix
[ 10,0 % 4608,4 Ix
6 B 50% 230421
Bl 30% 1382,5 Ix
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Peak illuminance: 46084,0 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 4
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Chromaticity
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TM30 Details

Rf 80,1 Rg 115,3
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Color Vector Graphics Color Distortion Graphics

Color Evaluation Sample

Fidelity Index, Rf
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