ROXX"

Peak, 5600K, high CRI

Report Summary

Measurements
Fixture Output: 20694 Im / 387170 cd Beam Angle (50%): 12,2° AC Supply: 224 V / 50 Hz
Fixture Efficiancy. 37 Im/W Field Angle (10%): 21,1° Power: 561,9 W
Intensity @ 5m: 14228 Ix Cutoff Angle (2,5%): 30,7° Current: 2,56 A
Color Temperature: 5830 K Power Factor: 0,98
CRI: 73,1

CRI R9 Value: -31,5

CQS: 84,6

TLCI: 57

TM-30 Rf: 79,9

TM-30 Rg: 115,5
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Spectral Distribution
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Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft 9 Bft 16.4ft 23 0ft 32.8ft
3557 Ix
7259 Ix

39523 Ix

Lux* 355710 Ix

_____________,T Bearn center

Fotocandles* 33047 fed
3672 fcd
1322 fed
TMmeasures at
camter of bearm 674 fcd
Beam width (m/feet) 330 fed
1
Beam Angle: 12,2° 0,2/0,7 0,6/21 1,1/3,5 1,5/4,9 2,1/7
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m/ 16.4ft 7m [ 23ft 10m / 32.8ft
y Diameter Lux Diameter Lux Diameter Lux Diameter Lux Diameter
Center it Center m/feet Center iy Center iy Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam | 355710/ 39523/ 14228/ 7259/ 3557/
Alr;glze;: 33047 0,2/0,7 3672 0,6/2,1 1322 1,1/3,5 674 1,5/4,9 330 2,1/7
£y
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Vertical Distribution

Horizontal Distribution
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ISO Diagrams

ISO Candela Diagram

c45 _co c315
o A 90° . | MM 9%  348452,8cd
N . — I 80%  309735,8 cd
TN ' VRN 70%  271018,8 cd
B v R 60%  232301,9 cd
SN o N N I 50%  193584,9 cd
' B ) B 40% 1548679 cd
. 30%  116150,9 cd
Bl 20%  77434,0cd
B 10 % 38717,0 cd
8 ; : | 1 §
XN — - X Peak intensity: 387169,8 cd
LN ' 7 ) ' X Number of c-planes: 4
C135 C180 C225

ISO Lux Diagram

Bl 50,0% 214996 Ix
8 30,0% 12899,8 Ix
[ 10,0 % 4299,9 Ix
6 B 50 % 2150,0 Ix
B 3.0% 1290,0 Ix
4
2
0 (@)
\&)
-2
-4
-6
Peak illuminance: 42999,2 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 4
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Chromaticity
CIE 1931
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CRI: 73,1 (R1-R8)
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ROXX"

CIE 1931 - Zoom

CQsS: 84,6
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TM30 Details

Rf 79,9 Rg 115,5
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Color Vector Graphics Color Distortion Graphics

B

Color Evaluation Sample

Fidelity Index, Rf
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