ROXX"

LM79, 5600K, normal CRI

Report Summary

Measurements
Fixture Output: 16182 Im / 431559 cd Beam Angle (50%): 9,3° AC Supply: 226 V / 50 Hz
Fixture Efficiancy. 38 Im/W Field Angle (10%): 16,7° Power: 421,6 W
Intensity @ 5m: 17226 Ix Cutoff Angle (2,5%): 24,8° Current: 1,92 A
Color Temperature: 5903 K Power Factor: 0,97
CRI: 72,8

CRI R9 Value: -33,0

CQS: 84,4

TLCI: 57

TM-30 Rf: 79,8

TM-30 Rg: 116,0
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Spectral Distribution
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Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft 9 Bft 16.4ft 23 0ft 32.8ft
4306 Ix
8789 Ix

47849 Ix

Lux* 430639 Ix

_____________,T Bearn center

Fotocandles* 40008 fed
4445 fcd
1600 fcd
TMmeasures at
camter of bearm 816 fcd
Beam width (m/feet) 200 fed
1
Beam Angle: 9,3° 0,2/0,5 0,5/1,6 0,8/2,7 1,1/38 1,6/54
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m/ 16.4ft 7m [ 23ft 10m / 32.8ft
y Diameter Lux Diameter Lux Diameter Lux Diameter Lux Diameter
Center it Center m/feet Center iy Center iy Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam | 430639/ 47849/ 17226/ 8789/ 4306/
A;lg3|°e: 20008 0,2/0,5 4445 0,5/1,6 1600 0,8/2,7 316 1,1/3,8 200 1,6/5,4
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ISO Diagrams

ISO Candela Diagram

Neo mini
LM79, 5600K, normal CRI
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ISO Lux Diagram

C180

C225

ROXX"

B 20 % 387574,7 cd
N 80 % 344510,8 cd
70 % 301447,0 cd
60 % 258383,1 cd
[ 50 % 215319,3 cd
B 40 % 172255,4 cd
30 % 129191,6 cd
B 20 % 86127,7 cd
B 10% 43063,9 cd

Peak intensity: 430638,6 cd
Number of c-planes: 72

Bl 50,0% 239244 Ix
30,0% 143546 Ix
[ 10,0% 4784,9 Ix
B 50% 23924 Ix
B 30%  143551x

Peak illuminance: 47848,7 Ix
Mounting height: 3,0 m
Number of c-planes: 72
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Chromaticity
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TM30 Details

Rf 79,8 Rg 116,0
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Color Vector Graphics Color Distortion Graphics

Color Evaluation Sample

Fidelity Index, Rf
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