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Report Summary 

 

 

 

 

 

 

 

 

 

 

 

 

 

Measurements 
 

Photometrical Parameter Optical Parameters Electrical Parameters 

Fixture Output: 26409 lm / 30331 cd Beam Angle (50%): 52° AC Supply: 224 V / 50 Hz 

Fixture Efficiancy. 22 lm/W Field Angle (10%): 93,6° Power: 1187,4 W 

Intensity @ 5m: 1205 lx Cutoff Angle (2,5%): 112,9° Current: 4,84 A 

Color Temperature: 5671 K  Power Factor: 1,1 

CRI: 93,7   

CRI R9 Value: 79,5   

CQS: 94,1   

TLCI: 83   

TM-30 Rf: 92,2   

TM-30 Rg: 105,4   
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Details 
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Spectral Distribution 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

CIE 1931 

x: 0,329 y: 0,341 

Light Quality 

CRI: 93,7 

Color Temperature 

5671 K 

52 93,6 
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Candela Plot 

 

 

 

 

 

_____ Vertical Distribution 

_____ Horizontal Distribution 
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ISO Diagrams 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

ISO Candela Diagram 

ISO Lux Diagram 
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Chromaticity 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Color 
Temperature 

Color 
Coordinate CIE 

1931 

Color 
Coordinate CIE 

1931 

CCT x y 

5671K 0,329 0,341 

   

Color Deviation 
Black Body 

Curve 

Color 
Coordinate CIE 

1964 

Color 
Coordinate CIE 

1964 

Δuv u v 

0,0017 0,204 0,318 

   

Color Rendering 
Index 

Red Component 
Color Quality 

Scale 

CRI CRI – R9 CQS 

93,7 79,5 94,1 

   

Television 
Lighting 

Consistency 
Index 

Color Fidelity Color Gamut 

TLCI TM30 – Rf TM30 - Rg 

83 92,2 105,4 

CIE 1931 CIE 1931 - Zoom 

CRI: 93,7 (R1-R8) 

CQS: 94,1 
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TM30 Details 
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Rf 92,2 

Fidelity Index Rf 

Rg 105,4 

Gamut Index Rg 

100 

90 

80 

70 

60 

50 

20% 

15% 

10% 

5% 

0% 

-5% 

-10% 

-15% 

-20% 

Hue bin 

Hue bin 

R
f 

 b
y 

h
u

e
 

C
h

ro
m

a 
sh

if
t 

b
y 

h
u

e
 

140 

130 

120 

110 

100 

90 

80 

70 

60 50            60            70            80            90          100 

R
g 

Rf 



Cluster B4-FC 

RAW, Peak 

ROXX GmbH | Hansestr. 91 | 51149 Köln | www.roxxlight.com 
Tel: +49 (0) 2203 20371-0 | Fax: +49 (0) 2203 20371-20 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

C
ES9

9
 

C
ES9

8
 

C
ES9

7
 

C
ES9

6
 

C
ES9

5
 

C
ES9

4
 

C
ES9

3
 

C
ES9

2
 

C
ES9

1
 

C
ES9

0
 

C
ES8

9
 

C
ES8

8
 

C
ES8

7
 

C
ES8

6
 

C
ES8

5
 

C
ES8

4
 

C
ES8

3
 

C
ES8

2
 

C
ES8

1
 

C
ES8

0
 

C
ES7

9
 

C
ES7

8
 

C
ES7

7
 

C
ES7

6
 

C
ES7

5
 

C
ES7

4
 

C
ES7

3
 

C
ES7

2
 

C
ES7

1
 

C
ES7

0
 

C
ES6

9
 

C
ES6

8
 

C
ES6

7
 

C
ES6

6
 

C
ES6

5
 

C
ES6

4
 

C
ES6

3
 

C
ES6

2
 

C
ES6

1
 

C
ES6

0
 

C
ES5

9
 

C
ES5

8
 

C
ES5

7
 

C
ES5

6
 

C
ES5

5
 

C
ES5

4
 

C
ES5

3
 

C
ES5

2
 

C
ES5

1
 

C
ES5

0
 

C
ES4

9
 

C
ES4

8
 

C
ES4

7
 

C
ES4

6
 

C
ES4

5
 

C
ES4

4
 

C
ES4

3
 

C
ES4

2
 

C
ES4

1
 

C
ES4

0
 

C
ES3

9
 

C
ES3

8
 

C
ES3

7
 

C
ES3

6
 

C
ES3

5
 

C
ES3

4
 

C
ES3

3
 

C
ES3

2
 

C
ES3

1
 

C
ES3

0
 

C
ES2

9
 

C
ES2

8
 

C
ES2

7
 

C
ES2

6
 

C
ES2

5
 

C
ES2

4
 

C
ES2

3
 

C
ES2

2
 

C
ES2

1
 

C
ES2

0
 

C
ES1

9
 

C
ES1

8
 

C
ES1

7
 

C
ES1

6
 

C
ES1

5
 

C
ES1

4
 

C
ES1

3
 

C
ES1

2
 

C
ES1

1
 

C
ES1

0
 

C
ES0

9
 

C
ES0

8
 

C
ES0

7
 

C
ES0

6
 

C
ES0

5
 

C
ES0

4
 

C
ES0

3
 

C
ES0

2
 

C
ES0

1
 

Fi
d

el
it

y 
In

d
ex

, R
f 

Color Vector Graphics Color Distortion Graphics 

 

Color Evaluation Sample 


