ROXX"

Peak

Report Summary

Measurements
Fixture Output: 44355 Im / 28678 cd Beam Angle (50%): 73,3° AC Supply: 222 V / 50 Hz
Fixture Efficiancy. 50 Im/W Field Angle (10%): 121,2° Power: 891,7 W
Intensity @ 5m: 1146 Ix Cutoff Angle (2,5%): 133,1° Current: 4,04 A
Color Temperature: 7510 K Power Factor: 1,0
CRI: 76,6

CRI R9 Value: -0,3

CQ0S: 72,1

TLCI: 55

TM-30 Rf: 75,4

TM-30 Rg: 95,0
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ISO Diagrams

ISO Candela Diagram

ROXX"

C45 _ CO _ C315
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NS A ‘ 70% 200696 cd
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—— o 50 % 14335,5 cd
. S ‘ B 40 % 11468,4 cd
N [0 30%  8601,3cd
B 20% 57342cd
I | W 10%  2867,1cd
‘: (@]
g 5
b < -+ Peak intensity: 28670,9 cd
< - - X Number of c-planes: 4
C135 C180 C225
ISO Lux Diagram
Bl 500% 1592,2 Ix
8 30,0% 9553 Ix
W 100% 31841x
6 B 50% 159,21
B 30% 955Ix
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Peak illuminance: 3184,3 Ix
Mounting height: 3,0 m
Number of c-planes: 4
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TM30 Details

Rf 75,4 Rg 95,0
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Color Evaluation Sample

Fidelity Index, Rf
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