Photometrics
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Report Summary

Measurements

Photometrical Parameter

Fixture Output: 23403 Im / 138143 cd

E.Show MAXX TW+, Full Calibrate
EllipticalNarrow Lens, 5600K, Peak

Optical Parameters

Beam Angle (50%): 22,1°x16,2°

Electrical Parameters

AC Supply: 223V /50 Hz

Fixture Efficiancy. 29 Im/W

Field Angle (10%): 41,1°x31,2°

Power: 808,3 W

Intensity @ 5m: 5463 Ix

Cutoff Angle (2,5%): 60,9°x 50,9°

Current: 3,70 A

Color Temperature: 5653 K

Power Factor: 0,98

CRI: 97,0

CRI R9 Value: 79,2

CQs: 97,2

TLCI: 99

TM-30 Rf: 94,3

TM-30 Rg: 101,4
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Details
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Distance (meter) im 3m 5m m 10m
Distance (feed) 3.3ft 9 8ft 16.4ft 23.0ft 32 8ft
1366 Ix
2787 Ix
546

15174 Ix

Lux* 136565 Ix
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Fotocandles® 12687 fed
1410 fcd
507 fcd
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eam width (m/feet) 0,4x0,3m/ 1,2x0,9m / 2x1,4m / 2,7x2m / 3,9x2,8m /
B Angle: 22,1°x16,2°
€am Angle 1716, 1,3x0,9 3,8x2,8ft 6,4x4,7ft 9x6,5ft 12,8x9,3ft
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y Diameter Lux Diameter Lux Diameter Lux Diameter Lux Diameter
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ISO Diagrams

ISO Candela Diagram
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Peak illuminance: 15342,2 Ix
Mounting height: 3,0 m
Number of c-planes: 4
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Chromaticity
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TM30 Details

Rf 94,3 Rg 101,4
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Color Distortion Graphics

Color Vector Graphics

Color Evaluation Sample
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