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Report Summary

Measurements
Photometrical Parameter Optical Parameters Electrical Parameters
Fixture Output: 11031 Im / 1495472 cd Beam Angle (50%): 4,8° AC Supply: 223V /50 Hz
Fixture Efficiancy. 11 Im/W Field Angle (10%): 6,9° Power: 991,2 W
Intensity @ 5m: 59819 Ix Cutoff Angle (2,5%): 7,9° Current: 4,55 A
Color Temperature: 0 K Power Factor: 0,98
CRI: 0,0

CRI R9 Value: 0,0

CQs: 0,0

TLCl: n/a

TM-30 Rf: 0,0

TM-30 Rg: 0,0
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Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft o gft 16 4ft 23.0ft 328ft
14955 Ix
30520 Ix

166164 Ix

Lux* 1495472 Ix

_____________,T Bearn center

Fotocandles* 138934 fed
15437 fcd
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TMmeasures at
cemter of beam 2§§S_ffd
Beam width (m/feet) 1389 fed
1
Beam Angle: 4,8° 0,1/0,3 0,2/0,8 0,4/1,4 0,6/1,9 0,8/2,7
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m / 16.4ft 7m / 23ft 10m / 32.8ft
y Diameter ey Diameter Lux Diameter Lux Diameter Lux Diameter
Center iy Center m/feet Center m/feet Center m/feet Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam
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ISO Diagrams

ISO Candela Diagram

C45/ (o0] C315
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/ ’ VRN 70%  1046830,0 cd
BT N 60%  897283,1cd
\ ‘ B 50% 7477359 cd
B 40 % 598188,7 cd
- 30%  448641,5cd
B 20%  299094,3 cd
B 10% 149547.2 cd
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O —— - X Peak intensity: 1495472,0 cd
(N ‘ ' - X Number of c-planes: 8
C135 C180 C225

ISO Lux Diagram

Il 50,0% 83081,8 Ix
8 30,0 % 49849,1 Ix
[ 10,0% 16616,4 Ix
6 B 50% 8308,2 Ix
B 30% 49849 Ix
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Peak illuminance: 166163,5 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 8
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Chromaticity
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TM30 Details

Rf 0,0 Rg 0,0
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Color Vector Graphics Color Distortion Graphics

Color Evaluation Sample
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