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Report Summary

Measurements
Photometrical Parameter Optical Parameters Electrical Parameters
Fixture Output: 8314 Im / 1051617 cd Beam Angle (50%): 4,7° AC Supply: 225V /50 Hz
Fixture Efficiancy. 10 Im/W Field Angle (10%): 6,9° Power: 819,6 W
Intensity @ 5m: 42065 Ix Cutoff Angle (2,5%): 8° Current: 3,73 A
Color Temperature: 5769 K Power Factor: 0,98
CRI: 75,4

CRI R9 Value: -16,5

CQs: 84,3

TLCI: 59

TM-30 Rf: 82,0

TM-30 Rg: 113,7
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Light Quality

Color Temperature
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Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft o gft 16 4ft 23.0ft 328ft
10516 Ix
21462 Ix
116846 Ix
Lux* 1051617 Ix
[ﬂ} _____________,T Bearn center
Fotocandles* 97698 fed
10855 fcd
3908 fcd
TMmeasures at
cemter of beam 1?24_f£d
Beam width (m/feet) 977 fed
1
Beam Angle: 4,7° 0,1/0,3 0,2/0,8 0,4/1,4 0,6/1,9 0,8/2,7
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m / 16.4ft 7m / 23ft 10m / 32.8ft
y Diameter ey Diameter Lux Diameter Lux Diameter Lux Diameter
Center iy Center m/feet Center m/feet Center m/feet Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam
X 1051617/ 116846/ 42065/ 21462/ 10516/
Azg;f‘ 97698 0.1/03 10855 0.2/08 3908 04/1,4 1994 0.6/1,9 977 0.8/2,7
£y
L
©
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Vertical Distribution

Horizontal Distribution

ROXX GmbH | Hansestr. 91 | 51149 KoIn | www.roxxlight.com
Tel: +49 (0) 2203 20371-0 | Fax: +49 (0) 2203 20371-20



®
NEO ROXX

Narrow Zoom, Min Frost, 5600K

Photometrics
Report

ISO Diagrams

ISO Candela Diagram

C45/ Co C315
o , o / | WM 90% 9464551 cd
o L N BN 80% 8412934 cd
/ ~ ANV 70%  736131,7 cd
600 OO\ 60%  630970,1 cd
\ ‘ W 50% 5258084 cd
I 40%  420646,7 cd
- 30% 3154850 cd
B 20%  210323,4 cd
Bl 10% 105161,7 cd
§ * ! 5 | | g
X —— - X Peak intensity: 1051617,0 cd
(N ‘ ' - X Number of c-planes: 8
C135 C180 C225

ISO Lux Diagram

Bl 50,0% 58423,2 Ix
8 30,0 % 35053,9 Ix
[ 10,0% 11684,6 Ix
6 B 50 % 5842,3 Ix
B 3.0% 3505,4 Ix
4
2
0 ©
-2
-4
-6
Peak illuminance: 116846,3 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 8
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Chromaticity
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TM30 Details

Rf 82,0 Rg 113,7
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