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Report Summary

Measurements
Photometrical Parameter Optical Parameters Electrical Parameters
Fixture Output: 11871 Im / 1419731 cd Beam Angle (50%): 4,8° AC Supply: 225V /50 Hz
Fixture Efficiancy. 15 Im/W Field Angle (10%): 6,8° Power: 818,7 W
Intensity @ 5m: 56789 Ix Cutoff Angle (2,5%): 7,9° Current: 3,72 A
Color Temperature: 5902 K Power Factor: 0,98
CRI: 73,8

CRI R9 Value: -27,9

CQs: 83,4

TLCI: 56

TM-30 Rf: 80,9

TM-30 Rg: 115,1
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Distance (meter) im 3m 5m 7m 10m
Distance (feed) 3.3ft o gft 16 4ft 23.0ft 328ft
14197 Ix
28974 Ix

157748 Ix

Lux* 1419730 Ix

_____________,T Bearn center

Fotocandles* 131897 fed
14655 fcd
5276 fcd
TMmeasures at
cemter of beam 2§22_f5d
Beam width (m/feet) 1319 fed
1
Beam Angle: 4,8° 0,1/0,3 03/0,8 04/1,4 0,6/1,9 0,8/2,7
Angle Distance
1m/ 3.3ft 3m/9.8ft 5m / 16.4ft 7m / 23ft 10m / 32.8ft
y Diameter ey Diameter Lux Diameter Lux Diameter Lux Diameter
Center iy Center m/feet Center m/feet Center m/feet Center iy
Ix/fcd Ix/fcd Ix/fcd Ix/fcd Ix/fcd
Beam
X 1419730/ 157748/ 56789/ 28974/ 14197/
A:i'f‘ 131897 0.1/03 14655 0.3/08 5276 04/1,4 2692 0.6/1,9 1319 0.8/2,7
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ISO Diagrams

ISO Candela Diagram

C45/ Co C315
- , o0 / | Wm 9% 12777570 cd
v L N B 80%  1135784,0 cd
/ ~ ANV 70% 9938113 cd
G OO\ 60%  851838,3 cd
\ ‘ I 50%  709865,3 cd
B 40%  567892,2 cd
- 30%  425919,2 cd
B 20%  283946,1cd
Bl 10% 141973,0 cd
§ * ! 5 | | g
X —— - X Peak intensity: 1419731,0 cd
(N ‘ ' - X Number of c-planes: 8
C135 C180 C225

ISO Lux Diagram

I 50,0% 78873,9Ix
8 30,0 % 473244 1x
[ 10,0% 15774,8 Ix
6 B 50% 7887,4 Ix
B 30% 47324 1x
4
2
0 ©
-2
-4
-6
Peak illuminance: 157747,8 Ix
-8 Mounting height: 3,0 m
Number of c-planes: 8
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Chromaticity
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TM30 Details

Rf 80,9 Rg 115,1
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Color Vector Graphics Color Distortion Graphics
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Color Evaluation Sample

Fidelity Index, Rf
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